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180° pivot

Mount on the top

360 rotated

Mountontheside

Metric thread

Dimensions/ mm Weight Load style ﬁ é @ ﬁ

ITEM NO. WLL/T M E A B C D F G H s sw Nm gq Number of pieces 2 2 2 3-4 3-4
YD081-M8 0.3 M 8X1.25-69 11 34 37 42 14 985 57 36 6 13 30 0.5 Inclination angle 90° 0-45° 45-60°  Asymmetry 0-45° 45-60° Asymmetry
YD081-M10 063  M10X1.56g 16 34 37 44 14 985 57 36 6 16 60 05 TEMNO.  Thread M WLL/T
YDO081-M12 1 MI2x1756g 18 34 37 45 14 95 57 36 8 18 100 05 YD081-M8 g 03 06 03 06 042 03 03 063 045 03
YD081-M14 12 M14X2.0-69 G N S T I ) 120 05 YD081-M10 10 063 126 063 126 088 063 0.63 132 095 0.63
YDO81-M16 1.5 M16X2.0-60 24 34 37 48 14 985 57 36 10 24 150 0.5 D081 M1 — : - : > - - : %1 ' 1
YD081-M18 2 M18X2.5-6g & 8 9 ) ha e B W 1 & i B YD081-M14 14 12 24 12 24 1.7 1.2 12 25 1.8 12
YD081-M20 25  M20X2.56g 30 50 54 58 165 143 82 44 12 30 250 1.5 ey v Tra— e . 53 r ;& 44 2 r
YDO081-M22 3 M22 X 2.5-60 30 50 54 60 165 143 82 44 12 34 300 1.5 —— - . p ) p 03 > = o 3 ,
YDO081-M24 4 M24X3.0-69 6 S50 54 61 165 143 8 4 14 36 2 40 15 YD081-M20 20 25 5 25 5 35 25 25 52 37 25
YD081-M27 4 M27 X 3.0-6g 38 60 65 80 22 170 99 62 17 41 400 3 P > : = » : 5 : ; = s 3
YD081-M30 5 M303.5-6g 48 60 65 8 22 170 99 62 17 46 500 3.5 v S p , p ; oo " " i . "
YDO081-M33 6 M33 X 3.5-64 54 60 65 8 22 174 99 60 22 55 600 3.5 Y D081Mo7 > p o p o o " 3 > : P
YD081-M365 7 M36X4.0-6g 54 60 65 8 22 174 99 60 22 55 700 3.5 Y D081M30 - : i . - - . : TR — .
YDO081-M36B 8 M36 X 4.0-60 62 77 85 104 27 2265 123 79 22 55 800 6 S —— 5 : - z = T . . - 9 .
YD081-M39 8 M39X4.0-69 62 77 8 104 27 2265 123 79 22 55 s 8 YD081-M365 36 7 14 7 14 08 7 7 147 105 7
YD081-M425 10 M42X4.5-69 72 77 8 106 27 2265 123 79 22 65 1000 6.5 D081 MICE 36 - = - = - . 2 T 2
YDO081-M428B 15  M42x4.56g 63 95 104 117 36 2575 158 90 22 65 1500 11 ree—— - , ” ; - 13 5 - &8 1D o
YD081-M45 15  M45X4.5-69 63 95 104 117 36 2575 158 90 22 65 1600 11 P e = = ” s B = = =
YD081-M48 20 M48X5.0-6 72 95 104 120 36 2575 158 90 27 75 2000 12 T TR e - = - s NE  DE -
YDO081-M52 20 M52 5.0-69 e 20 W 10 R cwe b W eF I8 o9 s YD081-M45 45 15 30 15 30 21 15 15 315 225 15
YDO081-M56 22 M56X5.569 8 95 104 117 36 2575 158 90 27 85 2100 15 ey v T - i 4 - - T 20 20
YD081-M64 225  M64X6.0-69 100 114 104 138 36 2645 158 103 32 95 2200 16.3 D08 1MES 5 S = ™ 28 - o r 30 20
% safetyfactor:4:1, B=Big size, S=Small size YD081-M56 56 22 44 22 44 308 22 22 46.2 33 22

Available on demand for choose of standard metric thread, metric fine thread, UNC,UNF thread, BSW(British standard Whitworth thread) and so on. YD081-M64 64 225 45 22.5 45 als 22.5 22.5 47.25 33.75 22.5
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360 rotated +
UNC Thread
Thread Dimensions/ mm Weight
ITEM NO. WLL/T TPI E A B C D = & H S SW Nm Kg
YD081-5/16 0.3 5/16-18UNC-2A 13 34 37 4) 14 985 57 36 6 13 30 0.5
YD081-3/8 0.63 3/8-16UNC-2A 16 34 37 44 14 985 57 36 6 16 60 0.5
YD081-7/16 1 7/16-14UNC-2A 18 34 37 45 14 98.5 57 36 8 18 100 0.5
YD081-1/2 1 1/2-13UNC-2A 21 34 37 46 14 985 57 36 10 21 120 0.5
YD081-5/8 1.5 5/8-1TUNC-2A 24 34 37 48 14 98.5 S 36 10 24 150 05
YD081-3/4 2.5 3/4-10UNC-2A 26 50 54 58 16.5 143 82 44 12 27 200 ] [
YD081-7/8 2.5 7/8-9UNC-2A 30 50 54 58 16.5 143 82 44 12 30 250 1:5
YDO081-1 4 1-8UNC-2A 36 50 54 61 16.5 143 82 44 14 36 400 1.5
YD081-1-1/4 5 1-1/4-7UNC-2A 48 60 65 80 22 174 99 60 17 46 500 3.5
YD081-1-1/2 8 1-1/2-6UNC-2A 62 77 85 104 27 2265 123 79 22 55 800 6
YD081-1-3/4 15 1-3/4-5UNC-2A 63 05 104 116 36 257.5 158 90 22 65 1500 11
YD081-2 20 2-4. 5UNC-2A 72 05 104 112 36 2575 158 82 2/ 75 2000 12

Available on demand for choose of standard metric thread, metric fine thread, UNC,UNF thread, BSW(British standard Whitworth thread) and so on.
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Number of pieces 2
Inclination angle 90° 0-45° 45-60°  Asymmetry 0-45° 45-60° Asymmetry
ITEMNO. Thread TPI WLL/T
YDO081-5/16 5/16 0.3 0.6 0.3 06 042 0.3 0.3 0.63 045 0.3
YD081-3/8 3/8 0.63 1.26 0.63 1.26 0.88 0.63 0.63 1.32 095 0.63
YD081-7/16 7/16 1 2 1 2 14 1 1 2.1 1.5 1
YD081-1/2 1/2 1 2 1 2 14 1 1 21 1.5 1
YDO081-5/8 5/8 1.9 3 j = 3 2.1 1.5 15 3.1 2.2 1.5
YD081-3/4 3/4 2.5 5 2.5 5 35 25 2.5 52 3.7 2.5
YD081-7/8 7/8 2.5 5 2.5 5 35 2.5 2.5 5.2 3.7 2.5
YD081-1 1 4 8 4 8 56 4 4 8.4 6 4
YD081-1-1/4 1-1/4 5 10 5 10 7 5 5 10.5 7.5 5
YD081-1-1/2 1-1/2 8 16 8 16 11.2 8 8 16.8 12 8
YD081-1-3/4 1-3/4 15 30 15 30 21 15 15 315 22.5 15
YD081-2 2 20 40 20 40 28 20 20 42 30 20
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