180" pivot

360° rotated

Metric thread

Thread Dimensions/ mm

ITEM NO. Nm

Swivel Hoist Ring

Forged ring body have choose
special alloy steel forging and High
Strength Quenched and tempered
after treatment. It has superior

mechanical property. thread type NO.

Hexagonal design to ensure
perfectly fitted and tighten to the
mounting surface with wrench tool.
Stamp bolts grade and screw

YDS

It can be adjustable as different
force direction and force angles.
Point to rotate around the axis are
180°. Equal tensile force WLL on
different direction and have 4 times
safety factor.

Base Support is one-piece design and forged Alloy steel
make lifting point have higher strength. After lock it can
be 360 rotation. Every thread must be 100% pass 6G GO
-NO GO FIXED GAUGES test,can be apply to Precision
threaded hole.

/AWARNING

Do notoverload use and Install the base of the hoist ring flush to the mounting surface. 2 5

Available on demand for WLL range (M8-M48) choose
of standard metric thread, metric fine thread, UNC, UNF
thread, BSW(British standard Whitwroth thread)and so
on. Multiple bolt lengths available to meet specific
application requirement for long or through hole.

YDS-M8
YDS-M10
YDS-M12
YDS-M14
YDS-M16
YDS-M18
YDS-M20
YDS-M22
YDS-M24
YDS-M27
YDS-M30
YDS-M33
YDS-M36
YDS-M39
YDS-M42
YDS-M45
YDS-M438S
YDS-M438B
YDS-M52
YDS-M56
YDS-M60
YDS-M645S
YDS-M648B
YDS-M72X4
YDS-M72X6
YDS-M80
YDS-M90
YDS-M100

% safetyfactor:4:1

Available on demand for choose of standard metric thread, metric fine thread, UNC,UNF thread, BSW(British standard Whitworth thread) and so on.
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M 8X1.25-69
M10X1.5-69
M12X1.75-69
M14X2.0-6g
M16X2.0-6g
M18X 2.5-69
M20X2.5-69
M22 X 2.5-69
M24X 3.0-6g
M27 X 3.0-6g
M30X 3.5-69g
M33 X 3.5-69
M36X4.0-69
M39X4.0-69
M42 X 4.5-69
M45X4.5-69
M48 X 5.0-6g
M48 X 5.0-6g
M52 X 5.0-69
M56 X 5.5-69
M60 X 5.5-6g
M64 X 6.0-6g
M64 X 6.0-69
M72 X 4.0-69
M72X6.0-69
M80X 6.0-69
M90X 6.0-69
M100X 6.0-6g
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/AWARNING

Do notoverioad use and Install the base of the hoist ring flush to the mounting surface.
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Mount on the top

Mount on the side

UNC Thread

180" pivot

360° rotated

Dimensions/ mm

Load style é % @
Number of pieces 1 2 2 2 3-4 3-4
Inclination angle 0° 0° 0-45° 45-60°  Asymmetry 0-45° 45-60°  Asymmetry
ITEM NO. Thread M WLL/T
YDS-M8 8 0.5 1 0.5 1 0.7 0.5 0.5 1.1 0.8 0.5
YDS-M10 10 0.7 1.4 0.7 1.4 1 0.7 0.7 1 1.1 0.7
YDS-M12 12 1 2 1 2 1.4 1 1 2:] o 1
YDS-M14 14 15 3 1.5 3 2.1 1.5 1.5 S 2.3 {5
YDS-M16 16 2 2 2 £ 2.8 2 2 4.2 3 2
YDS-M18 18 2.5 5 2.5 5 3.5 2.5 2.5 5.25 3.715 2.5
YDS-M20 20 3 6 3 6 4.2 3 3 6.3 4.5 3
YDS-M22 22 3 6 3 6 4.2 3 3 6.3 4.5 3
YDS-M24 24 4.5 9 4.5 9 6.3 4.5 4.5 045 6.8 4.5
YDS-M27 27 4.5 9 4.5 9 6.3 4.5 4.5 9045 6.8 4.5
YDS-M30 30 /.3 14.6 1.3 14.6 10.2 7.3 7.3 153 11 7.3
YDS-M33 33 3 16 8 16 11.2 3 8 16.8 12 3
YDS-M36 36 10 20 10 20 14 10 10 21 15 10
YDS-M39 39 10 20 10 20 14 10 10 21 15 10
YDS-M42 42 12.5 25 12.5 25 17.5 12.5 12.5 26.3 18.8 12.5
YDS-M45 45 [ 30 15 30 21 15 13 31.5 22.5 15
YDS-M485 48 16 32 16 32 22.4 16 16 33.5 24 16
YDS-M48B 48 20 40 20 40 28 20 20 42 30 20
YDS-M52 52 20 40 20 40 28 20 20 42 30 20
YDS-M56 56 25 50 25 50 35 25 25 53 3L 25
YDS-M60 60 25 50 25 50 35 25 25 2.5 37.5 25
YDS-M645S 64 32 64 32 64 45 32 32 67/ 48 32
YDS-M64B 64 33 66 33 66 46.2 33 33 69.3 49.5 33
YDS-M72X4 72 35 70 35 /0 49 35 35 3.5 52.5 35
YDS-M72X6 72 35 70 35 70 49 35 35 /3.5 52.5 35
YDS-M80 380 40 380 40 80 56 40 40 34 60 40
YDS-M90 90 45 20 45 20 63 45 45 04,5 67.5 45
YDS-M100 100 50 100 50 100 /0 50 50 105 /5 50
\WARNING 27

Do notoverload use and Install the base of the hoist ring flush to the mounting surface.

Thread Weight
ITEM NO. WLL/T M 1 A B C D F K H S Nm Kg
YDS-5/16 0.5 5/16-18UNC-2A 12 505 37 76 14 101.5 495 38 8 30 0.8
YDS-3/8 0.7 3/8-16UNC-2A 16 505 37 76 14 101.5 495 38 8 60 0.8
YDS-7/16 1 7/16-14UNC-2A 18 505 37 76 14 101.5 495 38 8 100 0.8
YDS-1/2 1.5 1/2-13UNC-2A 21 505 37 76 14 101.5 495 38 8 120 0.8
YDS-5/8 2 5/8-1TUNC-2A 24 505 37 76 14 101.5 495 38 8 150 0.8
YDS-3/4 3 3/4-10UNC-2A 40 73 54 106 20 145 77 48 12 250 2
YDS-7/8 3 7/8-9UNC-2A 40 /3 54 106 20 145 77 48 12 250 2.1
YDS-1 4.5 1-8UNC-2A 40 73 54 106 20 145 77 48 12 400 2.5
YDS-1-1/8 6 1-1/8-7UNC-2A 45 985 73 149 30 201.5 1035 68 17 600 5.5
YDS-1-1/4 8 1-1/4-7UNC-2A 45 985 73 149 30 201.5 1035 68 17 800 5.5
YDS-1-3/8 9 1-3/8-6UNC-2A 54 985 73 149 30 201.5 103.5 68 17 900 5.5
YDS-1-1/2 10 1-1/2-6UNC-2A 54 985 73 149 30 201.5 1035 68 17 1000 5:5
YDS-1-3/4 15 1-3/4-5UNC-2A 63 985 73 149 30 2015 1035 68 17 1800 6
YDS-2 20 2-4.5UNC-2A 68 120 93 182 36 249 125 84 19 2000 12
YDS-2-1/4 25 2-1/4-45UNC-2A 78 120 93 182 36 249 125 84 19 2100 12
YDS-2-1/2 32 2-1/2-4UNC-2A 90 120 93 182 36 253 125 88 19 2200 13
YDS-2-3/4 33 2-3/4-4UNC-2A 110 186 144 278 58 395 195 136 36 6000 42.5
YDS-3 35 3-4UNC-2A 120 186 144 278 58 395 195 136 36 7000 43.5
YDS-3-1/4 40 3-1/4-4UNC-2A 120 186 144 278 58 395 195 136 36 8000 A
YDS-3-1/2 42 3-1/2-4UNC-2A 135 186 144 278 58 395 195 136 36 9000 44.5
YDS-3-3/4 45 3-3/4-4UNC-2A 150 186 144 278 58 395 195 136 36 9000 46.5
YDS-4 50 4-4UNC-2A 150 186 144 278 58 395 195 136 36 10000 49
W safetyfactor:4:1
Available on demand for choose of standard metric thread, metric fine thread, UNC,UNF thread, BSW(British standard Whitworth thread) and so on.
28 N\WARNING

Do notoverload use and Install the base of the hoist ring flush to the mounting surface.



4 Application
Customize the length of bolt

L E e - C -
G80 Welded D Ring

e syl & ,, “l .. ﬁ é % @ Dimensions/ mm Weight

, ITEM NO. WLL/T A B C D E F H W Kg
PR ST e 1 2 1 2 2 2 34 34 YD085-01 1.12T 41 35 38 13 36 33 81 67 0.4
Inclination angle 0° 0° 90° 90° 0-45° 45-60°  Asymmetry 0-45° 45-60°  Asymmetry YDO85-02 T 47 415 40 14 38 355 01 70 0.47
TEMNO. Thread TPl WLL/T YD085-03 3.15T 45 41.5 43 17.5 43 39 08 80 0.69
YDS-5/16 5/16 0.5 1 0.5 1 0.7 0.5 0.5 1.1 0.8 0.5 Y0050 Sl 4 . i s 2 4= i = L
YDS-3/8 3/8 0.7 1.4 0.7 1.4 1 0.7 0.7 1.5 1.1 0.7 LIGED el 4 o0 o9 £l o0 L L 124 =3
e e : . : . = : : x e 1 YD085-10 10T 84 81 75 28 76 62 171 140 3.2

YD085-15 15T 95 86 87 34 88 69 189 163 5.79

Lioal = > 3 13 > LI SR - 15 YD085-20 20T 147 1465 125 46 124 88 2805 239 155
YDS-5/8 5/8 2 4 2 4 2.8 2 2 42 3 2 gE—
YDS-3/4 3/4 6 3 6 42 3 3 6.3 45
YDS-7/8 7/8 3 6 3 6 4. 3 3 6.3 45 3
YDS-1 1 4.5 9 45 9 6.3 45 4.5 9.45 6.8 45 .
YDS-1-1/8 1-1/8 6 12 6 12 8.4 6 6 12.6 9 6 Safety Information
YDS-1-1/4 1-1/4 8 16 8 16 11.2 8 8 16.8 12 8 Load style & 5 - m Q % @
YDS-1-3/8 1-3/8 9 18 9 18 12.6 9 9 189  13.5 9 - K
YDS-1-1/2 1-1/2 10 20 10 20 14 10 10 21 15 10 Number of pieces 1 2 1 2 2 2 3-4 3-4
YDS-1-3/4 1-3/4 15 30 15 30 21 15 15 315 22.5 15 Inclination angle 0° 0° 90° 90° 0-45° 45-60° Asymmetry 0-45° 45-60° Asymmetry
YDS-2 2 20 40 20 40 28 20 20 42 30 20 ITEM NO. SIZE WLL /T
g &1 & 3 %5 l Ab A5 25 8 &S £ YD085-01 02T 112 224 112 224 16 112 112 23 168  1.12
YDS-2-1/2 2-1/2 32 64 32 64 45 32 32 67 48 32 YDOS5-02 o ; y ; z >3 ; ; T 3 ;
YD5-2-3/4 2-3/4 33 66 33 66 46.2 e 33 69.3 495 = YD085-03 35T 315 6.3 3.15 6.3 4.4 3.15 3.15 6.6 4.7 3.15
YDS-3 3 35 70 35 70 49 35 35 73.5 52.5 35 YD085-05 AT 5.3 10.6 5.3 10.6 7.4 5.3 5.3 1.2 7.8 5.3
YDS-3-1/4 3-1/4 40 80 40 80 56 40 40 84 60 40 YD085-08 8T 8 16 8 16 11.2 8 8 16.8 12 8
YDS-3-1/2 3-1/2 42 84 42 84 58.8 42 42 88.2 63 42 YD085-10 10T 10 20 10 20 14 10 10 21 15 10
YDS-3-3/4 3-3/4 45 90 45 90 63 45 45 94.5 67.5 45 YD085-15 15T 15 30 15 30 21 15 15 31.5 22.5 15

YDS-4 4 50 100 50 100 70 50 50 105 75 50 YDO085-20 20T 20 40 20 40 28 20 20 42 30 20
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